FDAT —EN1

Fibre Digital Audio Transceiver

FDAT —EN1

HARDWARE FEATURES
Single channel balanced audio
24 inputs to transistor pull down outputs
Line Fault transistor pull down output on RX
Audio level indicator for setup on TX
RS- 485 data transmission from TX to RX

TRANSMITTER CONNECTIONS
24V DC supply input
24 inputs
RS-485 input
Balanced audio line -in
Optic Fibre output

TRANSMITTER INDICATORS
Power LED
5 Input level Indicator LED's

HARDWARE ORDERING OPTIONS

Part Number Description

FDAT -EN1 +ST +S

DESCRIPTION

The FDAT -TX EN1 is an audio -data fibre optic
transmitter, in a Desktop Enclosure form
factor. One audio channel and 24 digital
inputs are transmitted to the FDAT -RX
Receiver, with an optional RS  -485 serial link.
The FDAT -RX Receiver unit will indicate if a
valid link is maintained, and if not a fault
output will be activated. The audio will be
muted, and all outputs will be switched off.

RECEIVER CONNECTIONS
24V DC supply input
24 pull down transistor outputs
RS- 485 output
System fault pull down transistor output
Balanced audio line -out
Optic Fibre input

RECEIVER INDICATORS
Power LED
Data SYNC LED

Desktop Enclosure, including all features as described above:
Select: ST Fibre Connecter (Standard), or SMA Fibre Connector;
v l = Add: RS -485 Communication;
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